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knockouts for the 4” sq. junction box and run either #8 or 
#10 screws into mounting surface.

NOTE: If fixture is provided with photo control and is wall  
mounted, make sure photo control is positioned so that it faces 
to the side. If positioned on top or bottom of fixture, fixture may 
not function properly.
NOTE: Wall mounted fixtures should be oriented with ballast  
positioned at bottom of fixture as shown. Wall mounting label 
should point upward.
4. Caulk between gasket (E) and mounting surface to 

prevent water from entering fixture from behind. A high 
grade caulking material, such as silicon rubber, should 
be used.

5. Properly attach fixture to conduit or junction box.
6. Junction Box Mounting: Fixture is provided with two (2) #8-

32 x 1” threaded studs and two (2) hex nuts for attaching to 
junction box. To mount fixture to junction box, thread studs 
into appropriate junction box making sure several threads 
engage. Make sure input leads are pulled through knock-
outs in back of housing prior to attaching fixture to junction 
box. Align holes of fixture over threaded studs attached 
to junction box and push fixture tight to box until studs 
protrude through holes in housing. While holding fixture in 
place, thread hex nuts onto threaded studs inside housing 
and tighten. Care should be taken not to pinch leads.

ELECTRICAL CONNECTIONS
1. Splice fixture leads to supply leads. Make sure fixture is 

properly grounded.

LAMP AND LENS REPLACEMENT
1. Reinstall reflector by sliding one end under screw heads 

and snapping other side under reflector spring clips.
2. Install lamp.
3. Reinstall lens assembly by pushing lens firmly against 

housing while tightening screws on sides of housing. Make 
sure lens clips have engaged lens latch by verifying 
that lens is securely attached to housing.

Gasket  (E)

Housing

Reflector
Spring Clips
(B)

Ballast Cover/Reflector

Lens

Lens
Handle

Lens Spring
Clip

Lamp 
Socket

Lens
Spring Clip

Screw
Head
(C) Knockouts

Loosen
screws (A)
on both
sides

Lamp

Wall Mounting Label

Ballast

FIGURE 1 (12” fixture)

CAUTIONS

LENS REMOVAL - FIGURE 1 or 2
1. Unscrew two stainless steel phillips flat head screws (A) on 

sides of casting 3-4 turns (do not remove). Push inward on 
screw heads and lift lens away from casting.

MOUNTING (WALL OR CEILING) -
FIGURE 1 or 2

Remove reflector by disengaging two spring clips (B). Lift up 
on reflector while sliding it out from under two screw heads 
(C).

2. See knockout schematic found on reverse side of instruc-
tion sheet.

3. Electrical service from behind fixture: Remove appropriate 
mounting hole knockouts using a hammer and center 
punch.

 Electrical service from surface conduit: Remove appropri-
ate 1/2” conduit entrance plug or plugs on the sides of the 
housing. Conduit entrance plugs can be removed with a 
3/8” socket drive. When using surface conduit, stabilize 
fixture by removing  

IMPORTANT SAFEGUARDS
When using electrical equipment, basic safety 

precautions should always be followed including the 
following:

READ AND FOLLOW ALL SAFETY 
INSTRUCTIONS

1. To reduce the risk of electrical shock, turn off power supply 
before installation or servicing. 

SAVE THESE INSTRUCTIONS FOR FUTURE 
REFERENCE 

NOTES
 1. This carton contains fixture, ballast, lamp and mounting 

hardware.
 2. Caulk between gasket (E) and mounting surface to pre-

vent water from entering fixture from behind. A high grade 
caulking material, such as silicon rubber, should be used.
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Use screws provided with junction box to mount fixture to junction box.  To prevent fixture from rotating 
when mounting to surface using conduit, use 4” sq. junction box holes and either #8 or #10 screws.


