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  Light Engine Central Laboratory
  Light Intensity Test Report

Light Output Ratio:           100.0%

Luminaire Power:              0.62 W

SHR Nominal:                  1.25      Calculated using the TM5

SHR Maximum:                  1.35      fine grid method.

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
g
g

Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.267
Temperature:24.3DEG Humidity:62.1%

Test Distance:2.532m [K=1.0000]Operators:
Test Date:2012-11-24 Remarks: Report NO:CLOPGO-11-51

Checker: Assessor: 
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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C90/270,100.2°
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
g
g

Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.267
Temperature:24.3DEG Humidity:62.1%

Test Distance:2.532m [K=1.0000]Operators:
Test Date:2012-11-24 Remarks: Report NO:CLOPGO-11-51

Checker: Assessor: 



Page 3 Of 5

  Light Engine Central Laboratory
  Light Intensity Test Report

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: 灯带-单节-#1

DIM.: L0.18*φ0.01M

MFR.: OPTILED

TYPE:Indoor

SUR.:L0.18*φ0.01M

SERIAL No.:CL1211-29(FRSZ)

Test:U:24.00V I:0.0260A P:0.6200W PF:1.000  Lamp Flux:32.657x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 52.67 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

h

h

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

h

h

灯带-单节-#1

-

24

32.657

1

24.0

13.00

100.0

32.657

DIRECT

1.0

99.0

1.21

1.14

0.4,45.6

0.6,53.3

1.25

1.35

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
g
g

Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.267
Temperature:24.3DEG Humidity:62.1%

Test Distance:2.532m [K=1.0000]Operators:
Test Date:2012-11-24 Remarks: Report NO:CLOPGO-11-51

Checker: Assessor: 
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ZONAL FLUX DIAGRAM
AND LUMINANCE LIMITATION CURVES

ZONAL FLUX DIAGRAM:

 g

  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  g F F

DEG LUMINOUS INTENSITY:cd UNIT:lm

12.70 12.55 12.48 12.56 12.71 12.86 12.92 12.85 1.225 1.225 3.75,3.75

11.91 11.60 11.48 11.60 11.92 12.24 12.37 12.21 3.490 4.715 14.4,14.4

10.50 10.02 9.821 10.04 10.54 11.07 11.26 10.99 5.201 9.916 30.4,30.4

8.488 7.935 7.778 8.025 8.607 9.275 9.473 9.117 5.999 15.91 48.7,48.7

6.348 5.786 5.706 5.916 6.450 7.147 7.357 6.993 5.806 21.72 66.5,66.5

4.314 3.693 3.758 3.911 4.339 5.004 5.227 4.899 4.845 26.57 81.3,81.3

2.480 1.855 2.038 2.124 2.425 3.038 3.285 2.989 3.398 29.96 91.8,91.8

0.9125 0.5969 0.6603 0.6713 0.8300 1.358 1.627 1.311 1.815 31.78 97.3,97.3

0.0020 0.1347 0.2559 0.1599 0.0012 0.2616 0.4505 0.2504 0.5440 32.32 99,99

0.0005 0.1122 0.1989 0.1397 0.0017 0.1817 0.3325 0.1625 0.1711 32.49 99.5,99.5

0.0007 0.0354 0.1003 0.0452 0.0015 0.0870 0.1690 0.0845 0.1080 32.60 99.8,99.8

0.0007 0.0007 0.0589 0.0007 0.0015 0.0201 0.0972 0.0209 0.0422 32.64 100,100

0.0007 0.0005 0.0007 0.0009 0.0012 0.0006 0.0084 0.0010 0.0114 32.66 100,100

0.0010 0.0005 0.0007 0.0007 0.0017 0.0009 0.0010 0.0009 0.0006 32.66 100,100

0.0012 0.0005 0.0007 0.0006 0.0017 0.0007 0.0012 0.0007 0.0005 32.66 100,100

0.0007 0.0007 0.0007 0.0011 0.0010 0.0005 0.0010 0.0010 0.0004 32.66 100,100

0.0007 0.0009 0.0007 0.0007 0.0017 0.0007 0.0005 0.0005 0.0002 32.66 100,100

0.0010 0.0004 0.0012 0.0009 0.0007 0.0006 0.0005 0.0004 0.0001 32.66 100,100

LUMINANCE LIMITATION CURVES

GLARE CLASS ILLUMINANCE (lx)

1.15 A 2000 1000 500 <=300

1.50 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.20 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h
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LUMINANCE (cd/(m2))

a b c d e f g h

C0/180 C90/270

LUMINANCE cd/(m2)

G(DEG) C0/180 C90/270

85  3727  3375

80  5254  3802

75  6388  5001

70  7249  5959

65  7969  6797

60  8628  7516

55  9250  8207

50  9875  8876

45 10482  9537

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
g
g

Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.267
Temperature:24.3DEG Humidity:62.1%

Test Distance:2.532m [K=1.0000]Operators:
Test Date:2012-11-24 Remarks: Report NO:CLOPGO-11-51

Checker: Assessor: 
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AAI Figure

1m
3.281ft

235.46cm
7.725ft

4.868,12.97lx
0.4523,1.205fc

2m
6.562ft

470.93cm
15.45ft

1.217,3.241lx
0.1131,0.3011fc

3m
9.843ft

706.39cm
23.18ft

0.5409,1.441lx
0.0503,0.1338fc

4m
13.12ft

941.85cm
30.9ft

0.3043,0.8103lx
0.0283,0.0753fc

5m
16.4ft

1177.32cm
38.63ft

0.1947,0.5186lx
0.0181,0.0482fc

Height Eavg,Emax DiameterAngle:99.31deg

Flux out:21.72 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
g
g

Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.267
Temperature:24.3DEG Humidity:62.1%

Test Distance:2.532m [K=1.0000]Operators:
Test Date:2012-11-24 Remarks: Report NO:CLOPGO-11-51

Checker: Assessor: 


