**Applications** – Security, pathway and perimeter lighting; ideal for entry ways, walkways and parking facilities.

**Typical Mounting Height:** 12 to 20 feet 

**Typical Spacing:** 2 to 3 times the mounting height

---

**9-1/4"H x 14-1/8"W x 7-1/2"D**

One medium base lamp included

---

<table>
<thead>
<tr>
<th>Catalog #</th>
<th>Description</th>
<th>Ballast</th>
<th>Lamp Base</th>
<th>Lamp (Included)</th>
<th>Weight</th>
<th>Lamp Output</th>
<th>Lamp Color Rendition</th>
</tr>
</thead>
<tbody>
<tr>
<td>E-WP3M10QZ</td>
<td>100-watt Pulse Start Metal Halide (PSMH) HID Wallpack</td>
<td>120/208/240/277V HX ballast HPF</td>
<td>E26</td>
<td>Clear, medium base (~MH100ME)</td>
<td>11.53 Pounds</td>
<td>9000 lumens</td>
<td>65 CRI</td>
</tr>
<tr>
<td>E-WP3P15QZ</td>
<td>150-watt Pulse Start Metal Halide (PSMH) HID Wallpack</td>
<td>120/208/240/277V HX ballast HPF</td>
<td>E26</td>
<td>Clear, medium base (~PS150ME)</td>
<td>15.5 Pounds</td>
<td>12500 lumens</td>
<td>70 CRI</td>
</tr>
<tr>
<td>E-WP3H151Z</td>
<td>150-watt High Pressure Sodium (HPS) HID Wall Pack</td>
<td>120V Reactor ballast NPF</td>
<td>E26</td>
<td>Clear, medium base (~HP150M)</td>
<td>11.5 Pounds</td>
<td>15000 lumens</td>
<td>22 CRI</td>
</tr>
</tbody>
</table>

---

**Features**

- Heavy-duty, die-cast aluminum housing and door-hinge frame, with dark-bronze polyester powder-coat finish
- Prismatic lens refractor, made of heat and shock resistant borosilicate glass
- One-piece anodized aluminum reflector
- 1/2-inch NPT tapped top and two side, rear knockouts for 1/2-inch conduit or j-box
- Optional photocell available
- UL/CUL Listed for wet locations
- 1-year warranty

---

**Accessories**

- **Photocell, field installed**
  - **CAT.#: E-ACP1** (120 volts)
  - **CAT.#: E-ACP2** (208/240/277 volts)