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3. Provided are (3) 6" long anchor bolts and masonite 
template. Use template to set anchor bolts at proper 
location. Anchor bolts should project 2” above concrete.

1. To install bollard pole to anchor bolts, loosen (3) 5/64" set 
screws at the top of the bollard extrusion and remove bol-
lard head assembly. 

NOTE: Disassembly of bollard head after removal is NOT 
required.

2. Loosen (3) 5/64" set screws at base of extrusion and 
remove base casting.

3. Install base casting over anchor bolts using nuts and 
leveling nuts provided.

4. Insert supply leads into bottom of extrusion and push leads 
through.

5. Install bollard pole to base casting by sliding pole over 
base casting and tightening (3) 5/64" set screws that were 
loosened in Step 2.

6. Connect supply leads to the power leads on the bollard 
head as follows (See Figure 2):

Fixture is equipped with universal volt driver 120-277V 

(ie. 120V, 208V, 240V or 277V)

PHASE TO NEUTRAL WIRING 120/277V

1. Connect supply ground to fixture ground (green) lead.

2. Connect supply common to fixture neutral (white) lead.

3. Connect supply Vin to fixture hot (black) lead.

PHASE TO PHASE WIRING 208/240V

1. Connect supply ground to fixture ground (green) lead.

2. Connect supply L1 (Hot) to fixture neutral (white) lead.

3. Connect supply L2 (Hot) to fixture hot (black) lead.

7. Carefully insert bollard head back into bollard extrusion, 
being careful not to pinch any leads. Push down on bollard 
head and retighten set screws that were loosened in Step 
1 above. 

CAUTIONS

FOUNDATION

1. Foundation should be a minimum of 12 inches in diameter, 
finished level and smooth, with a depth below grade of 24 
inches.

2. Supply leads must extend a minimum of 31" above top of 
finished foundation.

NOTE: In areas where frost is imminent, consult with a civil 
engineer for a recommended foundation detail.

IMPORTANT SAFEGUARDS
When using electrical equipment, basic safety precautions 

should always be followed including the following:
READ AND FOLLOW ALL SAFETY 

INSTRUCTIONS

1. DANGER- Risk of shock- Disconnect power before 
installation.
DANGER – Risque de choc – Couper l’alimentation 
avant l’installation.

2. This luminaire must be installed in accordance with the 
NEC or your local electrical code. If you are not familiar 
with these codes and requirements, consult a qualified 
electrician.
Ce produit doit être installé conformément à NEC ou 
votre code électrique local. Si vous n’êtes pas familier 
avec ces codes et ces exigences, veuillez contacter un 
électricien qualifié. 

3. CAUTION - Risk of fire. 
ATTENTION - Risque d’incendie

SAVE THESE INSTRUCTIONS FOR FUTURE 
REFERENCE 

Bollard Head

FIGURE 1

BOLLARD INSTALLATION

Bollard Extrusion

Bollard Casting

Set Screws locations
2 rows of (3) screws.

NOTES:

• This carton contains fixture, mounting template and 
anchor bolts. Make sure masonite template is removed 
from carton before disposing of carton.

FIGURE 2

Power Leads

Supply Leads



Document:  Date
Created By:  DCR# 

LPN00291X0001A0_A 
TMT  2015-012INSTALLATION INSTRUCTIONS

LED BOLLARD LIGHT FIXTURE

2015-1-12

www.e-conolight.com      |     888.243.9445     |     FAX: 262.504.5409

5.75" (146mm)
Dia. Bolt Circle

0.355" (8.5mm)
Dia. Hole 
(3) Required

7.87" (200mm) Dia

4.72" (120mm)
Dia. Hole 
Available Conduit Entry

(3) Anchor Bolts
M8 6.02" (153mm) 

Bolt Projection: 2" (51mm)


