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DESCRIPTION
naturaLED® Flush Mount Round (FMR) Features a white 
acrylic diffuser with a sleek, compact design. This LED 
lighting solution is designed to replace your current 
incandescent or fluorescent lighting with up to 86% 
energy savings.

Our easy latch system secures the diffuser to the 
housing, making for quick installation. Mounting flush to 
the ceiling or wall, it is suitable for residential, 
commercial, hospitality and many more applications.

Energy Star Certified

ETL Damp

Uniform light distribution and consistent color

Easy installation

UV coated acrylic

Retrofit for Incandescent and CFL Flush Mount

Easy-latch system

Input line voltage: 120V

Power Factor >0.9

Dimmable

Operating temperature: -4˚F - 104˚F

Finish: White Acrylic

FLUSH MOUNT ROUND (FMR)

WARRANTY
5 Year Warranty

APPLICATIONS
Bathroom Lighting

Decoration Lighting

Hallway Lighting

Bedroom Lighting

Hospitality Lighting
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LED

FEATURES

LED

EXAMPLE: LED8FMR-80L830

8 FMR 80L 8 30

Size

8

8-inch Diameter

Series

FMR

Flush Mount Round

Lumens

80L

800 Lumens

CRI

8       CRI80

Color Temp

30         3000K

Ordering Information

DIMMABLE

LED
Incandescent and CFL 

Replace Incandescent and CFL light with LED
RETROFIT / SAVE ENERGY

Easy-latch system

DAMP

DAMP



FLUSH MOUNT ROUND (FMR)

SPECIFICATIONS 

PHOTOMETRICS CHART

PACKAGE
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Master Pack: 5 pcs

ORDERING
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Ordering
Code Description

Color
Temp (K)

Lumens
(lm) Diameter

Equiv.
Wattage

(W)
Rated

Hrs
Damp

Location
Watts
(W)
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Wattage Diameter ( D) Height (H) Weight (lbs)

12W

14W

22W

8” (203mm)

12” (304.8mm)

16” (406mm)

4.2” (107mm)

3.15” (80mm)

4.21” (107mm)

1.39

2.30

3.55

D

H

12 Watt (8” Diameter)
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120
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240

cd 798 lm
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0° 15° 30° 45°

60°

75°

90°

105°

120°

135°150°165°180°165°150°135°

120°

105°

90°

75°

60°

45° 30° 15° 0°

14 Watt (12” Diameter)

160

240

320
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C0 - C180 C90 - C270
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22 Watt (16” Diameter)
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