
U N I Q U E  L I G H T I N G  S Y S T E M S
INNOVATIVE LIGHTING SOLUTIONS THAT LAST A LIFETIME

LOW VOLTAGE LANDSCAPE LIGHTING INSTALLATION INSTRUCTIONS

Model:  Satellite™ Hub
Description: Inline fused junction box

HUB ASSEMBLY INSTRUCTIONS

1. Feed all the fixtures lead wires together with the
home run wire (wire from the transformer to
hub) through the bottom and out the top of
the hub housing.
Note: For ease of installation, this should be done 
prior to placing the hub in the ground.
2. Strip all wire insulation approximately 1”.
3. Identify the common (lettered) wires and the hot
(lettered) wires both from the transformer and
the fixture leads.
4. Tightly twist all of the common (lettered) wires
together making sure there are no loose
strands.(see diagram 3).
5. Insert wires into the threaded end of the barrel
nut and securely tighten with a flathead
screwdriver. Place ox-guard grease filled plastic
cap over and screw tight.
6. For the hot set of wires (ribbed). Attach one end
of the In-Line fuse to the home run wire. (see diagram 1).
7. Insert the two wires in to the threaded end of the
barrel nut and securely tighten with a flathead
screwdriver. Place ox-guard grease filled plastic
cap over and screw tight.
8. Tightly twist the fixture lead wires together with
the remaining end of the In-Line fuse. (see diagram 2).
9. Insert wires into the threaded end of the barrel
nut and securely tighten with a flathead
screwdriver. Place ox-guard grease filled plastic
cap over and screw tight.
10. Dig a shallow hole (approximately 5” deep) and
place the Satellite Hub in the ground. Leave
about 2” above the ground. This will keep barrel
lugs and the fuse above grade and out of any
wet areas.
11. Fold wires in to the Satellite Hub and replace cap.

Suggestions for Installation:
1. Put no more than 5 fixtures per Satellite Hub
(no more than 192 watts on #12-2 wire)
2. If possible, don’t cut off the excess wire, just
bury it.
3. Always use a Unique Multi-Matic Power
Transformer with the Satellite Hub
4. Use a digital voltmeter to determine your true
voltage to the Satellite Hub.
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