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1 Fixture wattage x $0.10/kWh energy cost x 50,000 hours ÷ 1000

Fixture Type Lamp
Source

Fixture
Wattage

Average
Footcandles

Energy Cost at 
50,000 Hours1

E-conolight 
2x4 LED Troffer 50 Watts 57.64 $250

Lensed 2x4 
Fluorescent Troffer (3) 34W T12 110 Watts 33.56 $550

LED TROFFERS
Wisconsin Lutheran School - Racine, WI

Replace Fluoresecent Troffers 1-for-1 with LED

Project Summary



OPPORTUNITY
After growing tired of replacing increasingly 
harder-to-find T12 fluorescent components, 
school officials decided on a pilot 
installation of 2x4 LED fixtures. The project 
replaced old T12 prismatic-lensed troffers 
one-for-one with LED Lay-in Troffers 
from E-conolight.

SOLUTION
The 3-lamp, 34-watt T12 fixtures, each 
consuming 110 watts, were replaced with 
LED troffers, each consuming a mere 50 
watts–that’s less than a standard 60-watt 
incandescent bulb!

School personnel were impressed by the 
72% increase in light levels while using 55% 
less energy. They’re also looking forward to 
the lack of maintenance costs.

BENEFITS
The average light level before installation 
was 33 footcandles, well under the 50-60 
footcandles recommended for a school 
classroom. The new LED troffers improved 
the light levels to 57 footcandles–over 70% 
brighter!

“Installation was a breeze,” remarked Scott 
Martyn, Building and Grounds Supervisor. 
“No sharp edges, easier to handle than the 
old fixtures and with the sealed design, 
I don’t have to worry about cleaning out 
bugs.”

With a projected lumen maintenance factor 
of 91% at 50,000 hours, this means when 
used 8 hours a day, the LED Troffers will 
provide bright, beautiful light for over 17 
years while only losing 8% of its original 
lumen output.
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“I like the clean light they give to 
the room. They seem to make the 
colors in the room brighter.”
  - Rachel Nevitz
    2nd Grade Teacher

BEFORE
2x4 Lensed Fluorescent Troffer, 4100K
(3) 34W T12 – 110W Total Fixture Wattage

AFTER
2x4 E-conolight LED Troffer, 3500K

Cree® LEDs – 50W Total Fixture Wattage

    www.e-conolight.com             888.243.9445
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IN THIS CASE STUDY

2x4’ E-conolight® LED Troffer
•  Dimmable down to 10% with 

most 0-10V dimmers
•  Sealed, maintenance-free 

fixture design
•  Integrated trim with white, 

glossy finish
• Prismatic polystyrene lens
•  Durable shell housing construction 

(Body is 20 gauge steel; lens frame is 18 gauge steel)
•  LED backlit design provides uniform light distribution
•  -30°C to 50°C ambient operating temperature (-22°F to 122°F)
•  IC-rated and can be in direct contact with insulation
• UL Listed for damp locations
• Cree® LEDs inside
• 5-year limited warranty

NOT THE RIGHT SIZE FOR YOUR APPLICATION?
Check out our 2x2' LED Troffer at www.e-conolight.com

and try our new LIGHTING LAYOUT TOOL to determine the 
right lighting solution for your indoor application!

Indoor Layout Tool Features 
• Control size of room 

• Specify desired footcandles 
•  Define layout of rows and columns, 

wall spacing and more
• Print a clean, detailed summary
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